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THIS DOCUMENT IS IN ACCORDANCE WITH ASME Y14.5M-1994
AS AMENDED BY THE GM GLOBAL DIMENSIONING AND
TOLERANCING ADDENDUM-2001.  SEPARATE PATTERNS OF
FEATURES MAY BE GAGED SEPARATELY REGARDLESS OF DATUM
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A         LINE DRAWN THROUGH A PART NUMBER 
INDICATES THAT PHYSICAL PARTS ARE NOT AVAILABLE 
FOR ORDERING.

PART NUMBERS THAT DO NOT HAVE A LINE PRESENT INDICATE
THAT PHYSICAL PARTS ARE AVAILABLE FOR ORDERING.

CONTACT APTIV SALES TO ASSURE AVAILABILITY
OF PARTS.
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   PART NUMBER  KEY CODE  KEY SHAPE OUT HOUSING COLOR

35601409 A JET BLACK

35601410 B CREAM WHITE

35601411 C SIGNAL BLUE

35601412 D CLARET VIOLET

35601413 E LEAF GREEN

35601414 F NUT BROWN

PIN 4

PIN 3

PIN 1

PIN 2

PCB LAYOUT (TOP VIEW) 
SCALE: 10:1

4X 2.00 0.20

DETAIL G
SCALE 20:1

SEE DETAIL G
PIN 1 PIN 4
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(ENVELOPE)

PIN 3
PIN 2

35602312 Z WATER BLUE

2X 2.00

2X 2.00

4 INSULATOR LCP BLACK
3 TERMINAL BRASS NI PLATED BOTTOM 2>m MIN, AU PLATED 0.375>m MIN
2 SHIELD ZINC Cu 10-15>m, NI 2.5>m MIN, MATTE TIN 2.5>m MIN
1 HOUSING PA SEE TABLE

ITEM PART NAME MATERIAL PLATING/COLOR
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   PART NUMBER  KEY CODE  KEY SHAPE OUT HOUSING COLOR

35601415 G GREY

35601416 H VOILET

35602307 J BEIGE

35602308 K CURRY

35602309 L YELLOW GREEN

35602310 M PASTEL ORANGE

35602311 O LIGHT GREEN
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NOTES

1.  UNLESS OTHERWISE SPECIFIED AND/OR INDICATED:
      
      DIMENSIONS ARE TO FACE OF VIEW SHOWN AND 
      AUTOMATICALLY ROUNDED BY COMPUTER FOR INSPECTION
      (SEE MATH MODEL FOR PRECISE DIMENSIONS). FOR ALL 
      OTHER DIMENSIONS NOT SHOWN BUT REQUIRED FOR TOOL
      BUILD, SEE MATH MODEL FOR PRECISE TOOL PATH DATAMATERIALS

2.  ELECTRICAL SPECIFICATION:
   - IMPEDANCE: 100 .
    - FREQUENCY RANGE: DC TO 2 GHZ
    - RETURN LOSS: 20 DB MIN. (DC TO 1 GHZ)
                   17 DB MIN (DC TO 2 GHZ)
    - INSERTION LOSS: -0.1 DB MAX. (DC TO 1 GHZ)
    - SIGNAL CONTACT RESISTANCE: 10 m
    - OUTER CONTACT RESISTANCE: 7.5 m
    - TEST VOLTAGE: 250V rms;
    - WORKING VOLTAGE: 100V rms;

3. MECHANICAL SPECIFICATION:
    - MATING CYCLES: 25 TIMES.
    - RETENTION FORCE LATCH: 110N MIN.
    - INSERTION FORCE: 30N MAX.

4. PARTS SHOWN ON THIS DRAWING USED IN ASM
     SHOWN ON TAXI CHART.

5. WORKING TEMPERATURE RANGE: -40 C TO +105 C

6. PCB THICKNESS: 1.6mm(REFERENCE).

7. SOLDERING PROCESS: IN WAVE SOLDER OR LEAD-FREE REFLOW SOLDERING
   PROCESS, MAX SOLDERING TEMPERATURE: +260 C FOR 10 SEC.
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SYMBOL DEFINITION

LAST NO.
USED    

TOTAL NO OF
INSPECTIONS
REQUIRED 34

A DIMENSION WITHOUT AN INSPECTION REPORT SYMBOL
    DOES NOT REQUIRE INSPECTION.  IT MAY BE
CONTROLLED ON THE INDIVIDUAL COMPONENT DRAWING.

MISSING SYMBOLS
NO MISSING

SYMBOL NUMBER

--


