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A         LINE DRAWN THROUGH A PART NUMBER 
INDICATES THAT PHYSICAL PARTS ARE NOT AVAILABLE 
FOR ORDERING.

PART NUMBERS THAT DO NOT HAVE A LINE PRESENT INDICATE
THAT PHYSICAL PARTS ARE AVAILABLE FOR ORDERING.

CONTACT APTIV SALES TO ASSURE AVAILABILITY
OF PARTS.
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THIS DOCUMENT IS IN ACCORDANCE WITH ASME
Y14.5-2009. SEE DELPHI ENGINEERING DESIGN
STANDARD B6 2017 FOR ISO 1101:2004
RECONCILIATION REQUIREMENTS.
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ASSEMBLY EXPLODED VIEW

NOTES:

  1.  UNLESS OTHERWISE SPECIFIED AND/OR INDICATED:      

        DIMENSIONS ARE TO FACE OF VIEW SHOWN AND 
        AUTOMATICALLY ROUNDED BY COMPUTER FOR INSPECTION
        (SEE MATH MODEL FOR PRECISE DIMENSIONS). FOR ALL 
        OTHER DIMENSIONS NOT SHOWN BUT REQUIRED FOR TOOL
        BUILD, SEE MATH MODEL FOR PRECISE TOOL PATH DATA.
        UNDEFINED DRAFT ANGLE SHOULD BE IN DIMENSION TOLERANCE
        LOCK FEATURE ARE IDENTICAL
        MAX. BURR 0.05MM, ALL NOT MARKED RADIUS ARE 0.3 MAX.,
        ALL NOT MARKED CHAMFER ARE 0.2 MAX..

  2.  MATING CONNECTOR DRAWING: XXXXXXXX
         
  3.  BUSHING RETENTION FORCE FROM HOUSING IS 40N MIN.
      SHIELDING RETENTION FORCE WHOLELY FROM HOUSING IS 100N MIN.
      TERMINAL RETENTION FORCE FROM HOUSING IS 600N MIN.
      TERMINAL SCREW TORQUE IS 9±0.9NM.
      CAP RETENTION FORCE IS 50N MIN.   

  4.  WORKING VOLTAGE MAX. 1000V DC(5500M ASL,
      POLLUTION DEGREE II ACC. TO DIN EN 60664-1,01/2008)

  5.  SUBJECT TO TECHNICAL CHANGES,
      APTIV DOESN'T COMPENSATE FOR FOLLOW-UP-COST
      DUE TO TECHNICAL CHANGES.
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MALE HVIL TERMINAL 
WAY OF DISPLACEMENT

POS PART-NO. REV DESCRIPTION QTY. MATERIAL COLOR / PLATING REF.
WEIGHT(G)

A 35339374 01 HEADER HOUSING ASSEMBLY, CODE A -- -- --

217

1 35339377 -- OUTER HOUSING, CODE A 1 POLYAMIDE BLEND ORANGE

2 35210648 -- MALE SHIELDING 2 COPPER ALLOY -

3 35210649 -- INTERFACIAL SEAL 1 SILICON RUBBER GREEN

4 35339391 -- MALE TERMINAL ASSEMBLY 2 -- --

5 33351472 -- BUSHING - 5 MM 4 HIGH CORBON STEEL --

6 35302165 -- TPA 2 POLYAMIDE BLEND RED

7 35210653 -- COVER CAP PROTECTOR 2 POLYAMIDE BLEND BLACK

B 35339375 01 HEADER HOUSING ASSEMBLY, CODE B -- -- --

217

1 35339378 -- OUTER HOUSING, CODE B 1 POLYAMIDE BLEND ORANGE

2 35210648 -- MALE SHIELDING 2 COPPER ALLOY -

3 35210649 -- INTERFACIAL SEAL 1 SILICON RUBBER GREEN

4 35339391 -- MALE TERMINAL ASSEMBLY 2 -- --

5 33351472 -- BUSHING - 5 MM 4 HIGH CORBON STEEL --

6 35302165 -- TPA 2 POLYAMIDE BLEND RED

7 35210653 -- COVER CAP PROTECTOR 2 POLYAMIDE BLEND BLACK
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THESE AREAS MUST BE FREE OF DEFECTS,
PARTING LINES, MOLD MISMATCH, DRAFT AND
KNIT LINES FOR SEALING.
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THESE AREAS MUST BE FREE OF DEFECTS,
PARTING LINES, MOLD MISMATCH, DRAFT AND
KNIT LINES FOR SEALING.
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COPYRIGHT      APTIV. ALL RIGHTS RESERVED.

THIS DRAWING IS THE PROPERTY OF APTIV AND CONTAINS APTIV
CONFIDENTIAL INFORMATION. THE REPRODUCTION, DISTRIBUTION AND

UTILIZATION OF THIS DOCUMENT OR ITS RELATED CAD MATH DATA, AS WELL
AS COMMUNICATION OF ANY CONTENT TO OTHERS, WITHOUT EXPRESS

AUTHORIZATION, IS PROHIBITED.
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PROCESS SENSITIVE DIMENSION

DIMENSIONS ENCLOSED IN   INDICATE
REFERENCE DIMENSIONS AND NO TOLERANCE
LIMITS ARE ESTABLISHED
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SYMBOL DEFINITION

LAST NO.
USED    

TOTAL NO OF
INSPECTIONS
REQUIRED 20

A DIMENSION WITHOUT AN INSPECTION REPORT SYMBOL
    DOES NOT REQUIRE INSPECTION.  IT MAY BE
CONTROLLED ON THE INDIVIDUAL COMPONENT DRAWING.

MISSING SYMBOLS
NO MISSING
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